4" FIRE-RATED RECESSED LIGHT

I:O R M —I— SKU: F-P02104-CCT

PRODUCT FEATURES

+2-HOUR Fire Rating

+Junction Box Included: No additional hardware
required.

+ Suitable for damp locations.

+1/2" Thick. Fits in tight ceiling space.

+ Selectable Colour Temperature 2700K 3000K 3500K
4000K 5000K

SPECIFICATIONS

+ 4" 700-130V 9w 810LM LED downlight with external
driver.

+2-HOUR Fire Rating certified

+ Intumescent gasket seal and internal pad

+ Airtight & Type IC Rated: No housing Required.

+1/2" Thick. Fits in tight ceiling space.
+ TRIAC dimmable 10%-100%
+ Cutout Size: DIO8mMm

DIMENSIONS

M: 125mm

I: 47/8"

AVAILABLE FINISHES
White

WARRANTY
5Year Warranty

) CERTIFICATIONS

DIMENSION DRAWING + ETL /CETL Certified

+2-HOUR Fire Rating Certified

+ MODIFIED UL 263-2011(R2022)
ASTM E119-22/CAN/ULC-S101-14-REV1
+ Energy Star Certified

+ Airtight & IC Rated

Form+ Design Ltd. is commmitted to continuous product
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